### ThermalStar LCI Fanfold Packaging Spec

For Retrofit Applications

**Bundle of LCI fanfold (25 Folds)**

Each bundle is hand wrapped on one side to secure material.

2 bundles of LCI fanfold are stacked next to each other, rotating each layer by 90°.

**The shrouded shipping unit is then wrapped to secure bundles.**

---

#### ThermalStar LCI Fanfold Packaging Counts

<table>
<thead>
<tr>
<th>Order Item ID</th>
<th>Size</th>
<th>Compressive Strength</th>
<th>Product R-Value</th>
<th>SqFt per Shipping Unit of LCI Fanfold</th>
</tr>
</thead>
<tbody>
<tr>
<td>EPST0348600_02</td>
<td>1/4” x 48” x 600”</td>
<td>10 psi</td>
<td>R0.8</td>
<td>4,400 (22 bundles)</td>
</tr>
<tr>
<td>EPST0448600_02</td>
<td>3/8” x 48” x 600”</td>
<td>10 psi</td>
<td>R1.2</td>
<td>4,000 (20 bundles)</td>
</tr>
<tr>
<td>EPST0548600_02</td>
<td>1/2” x 48” x 600”</td>
<td>10 psi</td>
<td>R1.6</td>
<td>3,200 (16 bundles)</td>
</tr>
</tbody>
</table>

---

ATLAS

Rigid Insulation

Rev 04-23-2018