
Delivering Reliable Solutions Nationwide. 
No matter the system, ThermalStar® delivers solutions that are backed by a 
commitment to quality and service. ThermalStar products are consistent in 
performance with uniform surface and thickness properties.

Find your fit - Check out our Product Selector

Benefits

• Enhanced R-value. Available with a graphite-infused core for enhanced thermal performance   
in high R-value applications. 

• Stable R-value. Backed by a limited lifetime warranty covering both thermal performance   
and physical properties. 

• Code Compliance. Recognized in all major building code reports as compliant with    
ASTM C578 and ASTM E2430. 

• Environmentally Friendly. Made with a low-GWP and zero ODP blowing agent and backed by 
GREENGUARD Gold certification and an Environmental Product Declaration (EPD).   
Recyclable nationwide at over 700 EPS recyclers.

• Custom CNC Design. Cut or shaped to virtually any design to resemble exterior architectural details 
such as cornices, arches, columns, special moldings or decorative accents.  

• Vapor Permeable. High vapor permeability allows trapped moisture vapor to escape, improving the 
drying potential and long-term durability of the EIFS wall assembly.  

• Water Resistance. Low water absorption for reliable performance in demanding environments. 
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ThermalStar EIFS is designed for extra strength and top-
tier thermal performance in demanding environments. 
ThermalStar EIFS meets ASTM C578 and is manufactured 
under an industry-leading quality control program 
monitored by UL and ICC-ES. ThermalStar EIFS has a 
stable lifetime R-value, a range of available high strengths, 
and outstanding moisture resistance. A low Global 
Warming Potential (GWP), Zero Ozone Depletion (ODP), 
GREENGUARD certification, and an Environmental Product 
Declaration (EPD) are all available to demonstrate our 
commitment to sustainability.

Property1 Test Method X 10 EIFS G 10 EIFS

ASTM Classification C578 Type I Type I

Compressive Strength (psi) at 10% Deformation1 D1621 10 10

Flexural Strength (psi) C203 25 25 

R-value per inch at 75°F Mean Temperature (°F•ft2•h/Btu) C518 3.9 4.7

24 Hour Immersion 
Water Absorption (% by volume) 

24 Hour Immersion & 24 Hour @ 50% RH 
C272 

3.0% 3.0%

0.3% 0.3%

Water Vapor Permeance at 1” Thick (perms) E96 5.0 5.0 

Surface Burning - Flame Spread Index Smoke Developed Index UL723 < 25 < 25 

Surface Burning - Smoke Developed Index E84 <450 <450

Maximum Use Temperature - 165°F 165°F 

1ThermalStar X and G is elastic up to 1% deformation. A safety factor of 3 is recommended for long term loads to minimize long term deflection.

nationwide at over
700 EPS recyclers.


