
Why ThermalStar® X+ DripWave® ?
Moisture Management + Thermal Performance.

Benefits   
• Moisture Management. Integrated vertical wave channels promote 

drainage and drying, reducing the risk of trapped moisture behind  
stucco walls.

• Proven Track Record. Delivering reliable moisture performance across 
25,000+ homes since launch.

• Energy E!cient. Stable long-term R-value with lightweight, continuous 
insulation.

• Code Ready. Meets or exceeds ASTM C578 Type II standards.
• Contractor Friendly. Tongue & groove edges provide a precision fit, 

reducing gaps and speeding installation.

Features 
• Durable radiant barrier reflects radiant heat to reduce heat transfer 

through the wall assembly.
• Tongue & groove edge ensures a tighter fit and continuous insulation 

performance
• Lightweight and durable
• Suitable for residential, multi-family, and commercial
• Engineered for extra strength and high thermal performance
• Compatible with code compliant WRBs, laths, and fasteners

Product Sizes & Thicknesses
• Available in 2’ x 8’ and 4’ x 8’ panels
• Thicknesses: 1/2” to 1-1/2”

Installation & Warranty
• Standard Limited Lifetime Warranty. ThermalStar X+ is backed by limited 

lifetime warranty for physical and thermal performance in addition to 
termite resistance when applicable. See separate ThermalStar warranty 
for terms and conditions.
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Radiant barrier designed to reflect
heat and reduce heat transfer.
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GREATER COVERAGE  
GREATER AVAILABILITY

Atlas Molded Products, a Division of Atlas Roof ing Corporation

VISIT ATLASMOLDEDPRODUCTS.COM FOR ADDITIONAL PRODUCT INFORMATION.
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Property ASTM 
Test Method 15

Compressive Strength (psi) at 10% Deformation1 D1621 15

ASTM Classification C578 Type II

R-value2 at 75°F Mean Temperature (°F•ft2•h/Btu) C518 4.4

R-value2 at 40°F Mean Temperature (°F•ft2•h/Btu) C518 4.8

R-value2 at 25°F Mean Temperature (°F•ft2•h/Btu) C518 5.0

Flexural Strength (psi) C203 35

Water Absorption (% by volume) 24 Hour Immersion C272 1.0

Water Vapor Permeance at 1” Thick (perms) E96 0.3

Surface Burning - Flame Spread Index E84 <25

Surface Burning - Smoke Developed Index E84 <450

Maximum Use Temperature - Short Term (10-15 minutes) 180°F
Long Term 165°F

1 ThermalStar X+ DripWave® is elastic up to 1% deformation. A safety factor of 3 is recommended for long term loads to minimize long term deflection.
² Values shown apply to 1-inch thickness. Contact your local sales representative for thicker products

ThermalStar® X+ DripWave® is engineered for extra strength 
and top-tier thermal performance in demanding environments. 
ThermalStar X+ DripWave is a premium molded expanded 
polystyrene (EPS) with laminated film facers and functions as an 
air and water-resistive barrier (WRB). ThermalStar X+ DripWave 
meets ASTM C578 and is manufactured under an industry-
leading quality control program monitored by UL and ICC-ES. 
It o"ers a stable lifetime R-value and outstanding moisture 
resistance. A low Global Warming Potential (GWP), Zero Ozone 
Depletion (ODP), GreenGuard certification, and an Environmental 
Product Declaration (EPD) are all available to demonstrate our 
commitment to sustainability.

nationwide at over
700 EPS recyclers.


